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Disclaimer: This information or data and any other advice or recommendations given or made by us (collectively "Information”) are not intended to, nor do they, constitute professional advice or
services. Information is provided "AS IS" and on an "AS AVAILABLE" basis and without warranty. We do not warrant or accept responsibility for the accuracy, timeliness or completeness of
the Information or data or its suitability for a particular purpose. Synthomer makes no warranty, representation or guarantee regarding the suitability of the products for any particular purpose or
the continuing production of any product. To the maximum extent permitted by applicable law, Synthomer disclaims (i) any and all liability arising out of the application or use of any product
(including as to infringement of third party intellectual property rights), (ii) any and all liability, including without limitation special, consequential or incidental damages, and (iii) any and all
implied warranties, including warranties of fitness for particular purpose, non-infringement and merchantability. Any Information concerning any possible use or application of Synthomer
products is given by us in good faith and it is entirely for you to satisfy yourself fully as to the suitability of Synthomer products for any particular purpose. Synthomer products are sold in
accordance with Synthomer's standard terms and conditions of sale which are available from www.synthomer.com/tc.

Alcotex 975 is an internally plasticized polyvinyl alcohol supplied in
a solvent system of water and propan-1-ol. Alcotex 975 has a high
hydrolysis level and a medium molecular weight.

 

FEATURES

Ready to use solution.

Forms very flexible films when dry.

Dry films can be easily dissolved.

Very receptive to ink jet printing inks.

The dry film can be insolublised by crosslinking.

Non-ionic copolymer.

 

Alcotex 975 is manufactured on a dedicated polymerisation plant
in Harlow, England.

For further information regarding this product please refer to:

Stacey Syron

Phone: +44 1279775-329
eMail: Stacey.Syron@synthomer.com

Property Typical Value Unit Method1

Appearance Opalescent, pale yellow solution   

Solvent System Water / Propan-1-ol   

Typical product Viscosity  5,000 mPa.s  

Total Solid Content 34.0 – 36.0 % ATP1 

Degree of Hydrolysis 93.0 – 98.0  mole% ATP16 

Residual Acetate 3.8 – 12.8 % ATP16 

Methanol Content - less than or equal to 2.0 % ATP59 

Viscosity @ 20oC, 4% soln. 4.5 – 5.5  mPa.s ATP7 
1 internal method based upon the specified norm

Application Advice
Alcotex 975 may be poured or pumped using a wide variety of processing equipment, designed for handling flammable liquids. Care
should be taken not to entrain air into the product during handling or mixing. For the preparation of high quality ink receptive coatings,
further information is available in the booklet Ink Receptive Coatings Based on Alcotex.

Water soluble films, detergent bags, temporary adhesives and ink jet receivable coatings on paper and film

Shipping and Storage
Alcotex 975 contains propan-1-ol so the requirements of local legislation regarding storage of flammable materials, must be strictly
observed. Alcotex 975 should be stored in sealed containers as received. In this condition the product should remain fit for use for 12
months from the date of manufacture. Beyond that date, the material may still be fit for use, but we would advise that it is good practice to
test the material. Alcotex 975 is supplied in 220 litre anti static plastic drums.

Product Safety
Before handling, please read the Safety Data Sheet of this product for advice on safety, use and disposal.


