TECHNICAL DATA SHEET

LITEX™ T 56S10

%

Revision: 22.09.2020
Page 1 of 1

Litex® T 56S10 is an aqueous dispersion of a carboxylated For further information regarding this product please refer to:
styrene-butadiene copolymer. The dispersion was developed for
secondary backing, particularly for the two coat process. When this
technique is employed the handle of the carpet is mainly
influenced by the choice of the dispersion for the precoat. Litex® T
56S10 also can be used for the one coat process. When this
technique is employed the dispersion gives the carpet a soft
handle. Litex T ® T 56S10 is produced with a low ammonia
content and contains an antioxidant.
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Property Typical Value Unit Method'

pH Value 8,5 DIN ISO 976
Viscosity (Brookfield LV 2/30) <800 mPas ISO 1652
Solids Content 52,5 % ISO 3251

" internal method based upon the specified norm

Application Advice

Litex® T 56S10 is used with fillers such as calciumcarbonate, or can be used as a filler-free system. The filler content of compound
should be kept as low as economically possible, in order to ensure that the finished article is capable of being recycled after its useful life.
If Litex® T 56S10 is used with higher filler-levels and / or antistatic-agents, the compatibility has to be tested. If there are problems with
the compatibility, it is possible to add a surface active agent or dispersing agents. The viscosity of compounds can be adjusted to the
desired level using the normal acrylate thickeners which are well known in the industry (e.g. alkalised Plextol® T 70S10). The dispersion,
or compounds based on it, can be frothed using a foaming machine and spread using a doctor roller or blade. The foam density is usually
in the range of 500-600 grams per litre. The correct use of Litex® T 56S10 ensures excellent filament-lock, a high tuft anchorage to the
base fabric, and durable bond to the secondary cloth.

Litex® T 56S10 has good storage characteristics and also good mechanical and chemical stability.

Shipping and Storage

Litex® T 56S10 is normally delivered in road tankers. Shipment in 1 ton containers is also possible for customers who are just taking
small quantities. The storage temperature of the dispersion should not fall below + 5 °C and not exceed + 40 °C. In air-tight, unopened,
original drums or containers, and provided the storage conditions are met, the dispersion is stable for 6 months after delivery. However a
slight drying of the surface, or some cream formation cannot be ruled out. It is therefore advisable that the dispersion, or compounds
made from it, should be stirred, or mixed before use. The contents containers, should be used up as soon as possible after opening.

Product Safety

Before handling, please read the Safety Data Sheet of this product for advice on safety, use and disposal.

Disclaimer: This information or data and any other advice or recommendations given or made by us (collectively "Information”) are not intended to, nor do they, constitute professional advice or
services. Information is provided "AS IS" and on an "AS AVAILABLE" basis and without warranty. We do not warrant or accept responsibility for the accuracy, timeliness or completeness of
the Information or data or its suitability for a particular purpose. Synthomer makes no warranty, representation or guarantee regarding the suitability of the products for any particular purpose or
the continuing production of any product. To the maximum extent permitted by applicable law, Synthomer disclaims (i) any and all liability arising out of the application or use of any product
(including as to infringement of third party intellectual property rights), (ii) any and all liability, including without limitation special, consequential or incidental damages, and (iii) any and all
implied warranties, including warranties of fitness for particular purpose, non-infringement and merchantability. Any Information concerning any possible use or application of Synthomer
products is given by us in good faith and it is entirely for you to satisfy yourself fully as to the suitability of Synthomer products for any particular purpose. Synthomer products are sold in
accordance with Synthomer's standard terms and conditions of sale which are available from www.synthomer.com/tc.



