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Disclaimer: This information or data and any other advice or recommendations given or made by us (collectively "Information”) are not intended to, nor do they, constitute professional advice or
services. Information is provided "AS IS" and on an "AS AVAILABLE" basis and without warranty. We do not warrant or accept responsibility for the accuracy, timeliness or completeness of
the Information or data or its suitability for a particular purpose. Synthomer makes no warranty, representation or guarantee regarding the suitability of the products for any particular purpose or
the continuing production of any product. To the maximum extent permitted by applicable law, Synthomer disclaims (i) any and all liability arising out of the application or use of any product
(including as to infringement of third party intellectual property rights), (ii) any and all liability, including without limitation special, consequential or incidental damages, and (iii) any and all
implied warranties, including warranties of fitness for particular purpose, non-infringement and merchantability. Any Information concerning any possible use or application of Synthomer
products is given by us in good faith and it is entirely for you to satisfy yourself fully as to the suitability of Synthomer products for any particular purpose. Synthomer products are sold in
accordance with Synthomer's standard terms and conditions of sale which are available from www.synthomer.com/tc.

Lithene ultra P4-3500 is a medium viscosity liquid polybutadiene. It
has a narrow molecular weight distribution and medium content of
1,2 vinyl micro structure. It is extremely low in both odour and
volatile components.

 

 TYPICAL APPLICATIONS

 

Modifier in rubber compounds

 

Lithene ultra P4-3500 is despatched from our UK production plant.

For further information regarding this product please refer to:

Matthew Day

eMail: matthew.day@synthomer.com

Property Typical Value Unit Method1

Vinyl 1,2 15 - 25 % LTM 03 

Viscosity, @ 25 °C 12.5 - 17.5 dPa.s LTM 01 

Non volatile content >99.8 % LTM 51 

Density at 25°C 0.88 - 0.90 g/cm3 QC001 

Colour 200 max Hazen LTM 04 

Typical molecular weight Mn 3500 Da  

Molecular weight distribution Narrow   

Appearance Colourless to pale yellow, clear liquid   
1 internal method based upon the specified norm

Application Advice
Handling - Lithene ultra P4-3500 is a medium viscosity liquid polymer. The viscosity of the product will decrease rapidly with increased
temperature and the product may be warmed to allow easier processing.

Compatibility- Liquid polybutadienes are generally compatible with most aliphatic and aromatic hydrocarbon solvents. They have limited
solubility in alcohols, ketones and esters. Further details are available on request.

Shipping and Storage
Lithene ultra P4-3500 should be stored in cool, dry conditions below +30 °C (+86°F). If stored in the original sealed packaging the
product has a shelf life in excess of 24 months from date of production. Product which has been stored for longer than 12 months should
be tested before use. Containers which have been opened should be purged with dry nitrogen before resealing to protect the remaining
product from oxidative skinning. Further information is available on the datasheet Storage of Lithene Liquid Polybutadienes.

Lithene ultra P4-3500 is packed in 900kg IBCs.

Product Safety
Before handling, please read the Safety Data Sheet of this product for advice on safety, use and disposal.


