
Dispersions 
Textiles and Fibre Bonding

Asia

www.synthomer.com/ConsumerMaterials



Textiles & Fibre Bonding 
Dispersions

* Data describes typical properties - not product specifications

●  Recommended applications

○  Suitable applications
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Product Name Applications   Properties    Emulsion Properties *     Product Name

Carboxylated Styrene Butadiene Carboxylated Styrene Butadiene

GENFLOTM 576 ○ ● General purpose, excellent film forming features, dry pick resistance, high tensile strength Yes 50 5.8 <200 -2 GENFLOTM 576

GENFLOTM 3060 ○ ● Medium to stiff hand feel, high tensile strength, excellent adhesion, good resiliency properties Yes 50 8.5 <200 20 GENFLOTM 3060

GENFLOTM 8045 ○ ● Stiff, high tensile strength and water resistance Yes 51 6.5 <150 54 GENFLOTM 8045

LITEXTM AlkaShield 1543 ● Medium stiff,  good alkaline resistance and good runabillity Yes 50 8.5 <500 8 LITEXTM AlkaShield 1543

LITEXTM QuickShield 1545 ● Medium stiff, formaldehyde-free, low VOC, good alkaline resistance, high efficiency, fast drying Yes 50 7.5 <300 5 LITEXTM QuickShield 1545

LITEXTM S 7140 ○ ● ○ Multi purpose stiffening component, thermomoldable No 51 8.0 <300 48 LITEXTM S 7140

LITEXTM S 9076 ○ ● ○ Very soft, tack free, good alkaline resistance and runability Yes 47 9.3 <300 -44 LITEXTM S 9076

LITEXTM SBV 600 ● Stiff, high Thermo Dimension stability, compatible with thermoset resins Yes 50 7.5 <500 31 LITEXTM SBV 600

LITEXTM SkyShield 4685 ● Very stiff, excellent Thermo Dimension stability, formaldehyde free, 1 K System, fast drying Yes 50 6.5 <500 37 LITEXTM SkyShield 4685

Carboxylated Acrylonitrile Butadiene Carboxylated Acrylonitrile Butadiene

LITEXTM N 7012 N ● ● Designed for beater addition, high oil/fuel resistance No 41 9.0 <100 -15 LITEXTM N 7012 N
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Vinyl Acetate Homopolymer and Copolymer Vinyl Acetate Homopolymer and Copolymer

SUNBONDTM 140 N ● ○ Soft hand feel with excellent binding properties, high wet strength No 40 4.0 <250 5 SUNBONDTM 140 N

SUNBONDTM 939 ● ○ High tensile strength, excellent wet and dry strength No 50 6.5 <150 30 SUNBONDTM 939

Pure Acrylic Pure Acrylic

PLEXTOLTM BV 380 ● ● Soft, good wet and dry cleaning resistance, cohesive blend component for anti slip coating Yes 60 2.5 <2,000 -11 PLEXTOLTM BV 380

PLEXTOLTM BV 411 ○ ● Soft, good wet and dry cleaning resistance, waddings and interlinings, plastisizer for thermoset resins Yes 50 2.5 <3,500 1 PLEXTOLTM BV 411

PLEXTOLTM DV 455 ● ○ Medium stiff, good dry cleaning and wash resistance, outstanding weather / UV resistance Yes 55 2.5 <500 16 PLEXTOLTM DV 455

PLEXTOLTM DV 544 ○ ● Stiff, decorative papers for surfaces and edges, block resistance, excellent printability No 50 8.4 <1,500 31 PLEXTOLTM DV 544

PLEXTOLTM DV 585 ● ● Very stiff, outstanding weather and UV resistance Yes 55 2.5 <1,000 40 PLEXTOLTM DV 585

SYNTHEBONDTM AC 112 ● Soft hand feel, self cross-linking, can be foamed for back coating applications Yes 50 4.0 <800 -12 SYNTHEBONDTM AC 112

SYNTHEBONDTM AC 131 ● Very stiff, finishing, coating and lamination application, thermo mouldable, high acid resistance Yes 45 2.5 <200 -30 SYNTHEBONDTM AC 131

Styrene Acrylic Styrene Acrylic

REVACRYLTM Design 1690 ○ ● Designed for stiff and smooth surface, formaldehyde-free, very hydrophobic Yes 50 6.0 <2,200 38 REVACRYLTM Design 1690

SYNTHEBONDTM SA 223 ● Designed for firm hand finish on a variety of substrates, provides a firm film, satisfactory flexibility, non-cracking properties No 50 4.0 <500 23 SYNTHEBONDTM SA 223

SYNTHEBONDTM SA 4096 D ● ● Soft hand, fast curing, durable to washing and dry cleaning Yes 50 6.0 <700 -11 SYNTHEBONDTM SA 4096 D
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Product Name Applications    Properties    Emulsion Properties *     Product Name

Polychloroprene Polychloroprene

LIPRENTM MKB ● Very soft, medium crystallisation, flame retardant, rubbery, high elongation No 58 13.0 <120 -40 LIPRENTM MKB

Additives Additives

MYKONTM HLC ● ○ ○ High density polyethylene lubricant, improves abrasion resistance and tear strength - 40 9.0 <700 - MYKONTM HLC

SYNTHEBONDTM S ● Polyester dispersion, excellent adhesion, dimentional stability and abrasion resistance - 30 3.0 <100 - SYNTHEBONDTM S

VELVETOLTM 1471 ● Hydrophilic polyester, durable moisture transport characteristic, thermally stable and anti-static No 40 9.0 <45 - VELVETOLTM 1471

VELVETOLTM 251 C ● Multifunctional polyester, soft hand feel, good soil release properties, durable moisture transport characteristic - 30 3.0 <100 - VELVETOLTM 251 C
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Group Head Office

Synthomer plc
45 Pall Mall
London SWTY 5JG
United Kingdom

info@synthomer.com

This information or data, including any advice or recommendation(s) (collectively, “Information”), provided by Synthomer plc and/or its affiliates (collectively, “Synthomer”) are not intended to, nor  
do they, constitute professional advice or services. INFORMATION IS PROVIDED ONLY AS OF THE DATE HEREOF ON AN “AS IS” AND “AS AVAILABLE” BASIS AND SYNTHOMER DOES NOT 
WARRANT THE ACCURACY, TIMELINESS, OR COMPLETENESS OF THE INFORMATION. TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, SYNTHOMER DISCLAIMS (I) ALL IMPLIED  
WARRANTIES, INCLUDING AS TO CONTINUED PRODUCTION, FITNESS FOR PARTICULAR PURPOSE, NON-INFRINGEMENT AND MERCHANTABILITY; (II) ALL LIABILITY ARISING OUT OF THE 
APPLICATION OR USE OF ANY PRODUCT, OR THE RELIANCE BY ANY PARTY ON THE INFORMATION (INCLUDING INFRINGEMENT OF THIRD-PARTY INTELLECTUAL PROPERTY RIGHTS); AND (III)  
ALL LIABILITY, INCLUDING WITHOUT LIMITATION, FOR SPECIAL, INDIRECT, INCIDENTAL, OR CONSEQUENTIAL LOSSES. Any Information concerning any possible use or application of Synthomer 
products is given by us in good faith and it is entirely for the recipient to satisfy itself fully as to the suitability of Synthomer products for any particular purpose. Synthomer products are sold subject 
to Synthomer’s standard terms and conditions of sale which are available from www.synthomer.com/tc. Unless otherwise noted, Synthomer owns all right, title and interest in the Information and all 
other intellectual property rights and data associated with this Information without limitation. All trademarks and logos are the property of Synthomer. Copyright © 2024 Synthomer, all rights reserved.
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Leading in Emulsions and Speciality Polymers

Synthomer is one of the world’s leading suppliers of emulsion and speciality polymers supporting  
leadership positions in many market segments including coatings, construction, technical textiles,  
adhesives, paper and synthetic latex gloves. 

Synthomer is able to serve through a strong network of local technical service and sales branches, 

supported by regional application development and production in our key markets.

We deliver the right formula, globally, individually.

Are you interested in reaching out to us? Access our network of Synthomer 
locations and key contacts effortlessly by scanning this QR code and let the 
conversation around your specific product and application requirements begin.


